Atom 22

25mm BSP Female - Full and Part Circle Sprinkler

Highly efficient sprinkler rotating in full circle or partial circle, impact-type,
operating at medium pressure (1.5-4.0 bar).

Thanks to replaceable sprinkler ends and double-hole water outlet, it ensures
you to irrigate your field with uniform water distribution.

You may use it for irrigation of any kind of field crops and vegetables. It is
appropriate for use with stationary and traveling systems.

It may also be used for industrial applications, e.g. at the road edges mines,
construction sites and for dust suppression.

Thanks to the blind plug that comes with the system as standard, the second
hole can be plugged for near-distance irrigation. As it is, it can also be operated
with less water.

***The performance data were obtained under ideal testing conditions and
maybe adversely affected by wind and other factors. Pressure refers to pressure
at nozzle. Wind speed tested at zero.
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Atom 22

25mm BSP Female - Full and Part Circle Sprinkler

Technical Data

Working Pressure: 1.5-4.0 Bar

Flow Rate: 2.4-8.6 m3/h

Nozzles: 6, 8, 10mm

Trajectory: 27°

Technical Specifications

Performance Data Table

Nozzle Pressure Radius Flowrate Precipitation
Diameter Rate
mm PSI BAR m m3/h mm/h
22 1.5 13 24 452
29 2 15 2.8 3.96
6mm x 4mm
43 3 17 34 3.75
57 4 18 3.9 3.83
22 1.5 14 3.7 5.60
29 2 16 4.3 5.03
8mm x 4mm
43 3 18 52 51
57 4 19 6.0 5.29
22 2 17 6.1 6.72
10mm x 4mm 29 3 19 7.4 6.20
43 4 21 8.6 6.21
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