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Highly efficient sprinkler rotating in full circle or partial circle, impact-type,
operating at medium pressure (2.0 – 6.0 Bar).

Thanks to replaceable sprinkler ends and adjustable water breaker, it ensures
you to irrigate your field with uniform water distribution. 

It is appropriate to use for dust control at roadsides, mines, construction sites
and coal depots. Main body and scoop is aluminium with lower rotating
mechanism made of brass, Teflon and stainless steel. 

It is equipped with a system allowing use of standard stationary breaker or
licenced moving breaker. Moving breaker breaks water without preventing it to
reach long distances. 

Thanks to the setting mechanism on the breaker, water may be broken less or
more. With the blind plug that comes with it as standard, the second hole for
irrigation of short distances can be plugged. And this allows less water
consumption.

***The performance data were obtained under ideal testing conditions and
maybe adversely affected by wind and other factors. Pressure refers to pressure
at nozzle. Wind speed tested at zero. 
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Working Pressure:  2.0-6.0 Bar 

Flow Rate: 9.3-32.5 m³/h

Nozzles: 12, 14, 16, 18mm 

Trajectory: 27°

Nozzle 
Diameter

Pressure Radius Flowrate
Precipitation

Rate

mm PSI BAR m m3/h mm/h

12mm

29 2 20 9.3 7.4

43 3 24 11.2 6.19

57 4 27 13 5.68

71 5 28 14.2 5.77

14mm

29 2 21 12.1 8.74

43 3 25 14.5 7.39

57 4 29 16.9 6.4

71 5 30 18.9 6.69

16mm

29 2 22 15.2 10

43 3 26 18.9 8.9

57 4 30 21.5 7.61

71 5 32 24 7.46

18mm

43 3 27 23.1 10.09

57 4 30 27 9.55

71 5 34 30.1 8.29

85 6 35 32.5 8.45
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